
I N T E L L I G E N T
F I R E P L A C E S
C O L L E C T I O N

a u t o m a t i c  i n s e r t
p u s h  b u t t o n  f i r e p l a c e s

o u t d o o r



• BEV Technology*
• No smell/no ash/no smoke
• WiFi (controlled with mobile devices)
• Remote control
• Smart Home Systems compatible
• Advanced safety sensors
• Fast Start
• Automatic shutdown in case of errors
• Child Lock

• Sleep timer
• Advanced microprocessor
• LCD display
• Control panel
• Intuitive control
• 6 levels of flame height
• Bespoke sizes
• Possibility of joining modules
• No additional installation

• No additional ventilation required
• No chimney required
• Electrical connection required
• For indoor use
• Eco-friendly
• Optional external temperature sensor
• Automatic fuel pump
• Certified

FIRE LINE AUTOMATIC 3

FEATURES

TECHNICAL DATA

Capacity: 8 L
Burning time: 6 - 12 h
Net weight: 31,5 kg

FIRE LINE AUTOMATIC 3 1190 mm
1190 mm x 183 mm x 280 mm
FIRE LINE AUTOMATIC 3 1490 mm
1490 mm x 183 mm x 280 mm
FLA3 IN CASING A (optional frame)
1274 mm x 622 mm x 340 mm
Frame size: 1287 mm x 491 mm x 57 mm
FLA3 IN CASING C
1490 mm x 660 mm x 403 mm

FIRE LINE AUTOMATIC 3 FLA3 IN CASING A FLA3 IN CASING C

DIMENSIONS W X H X D

WiFi module Remote control Optional
Smart Home System

• BEV* Technology
• Automatic refuelling
• Extra large fuel tank to extend 

burning time
• No smell/no ash/no smoke
• WiFi controllable
• Remote control
• Smart Home Systems compatible
• Advanced safety sensors
• Fast Start

• Automatic shutdown in case of errors
• Child Lock
• Sleep timer
• Advanced microprocessor
• LCD display
• External control panel
• Intuitive control
• 6 levels of flame height
• Easy installation
• Possibility of joining modules

• No additional installation
• No additional ventilation required
• No chimney required
• Optional external temperature sensor
• Electrical connection required
• For indoor use
• Eco-friendly
• Certified

FIRE LINE AUTOMATIC 3 XL

FEATURES

TECHNICAL DATA

Capacity: 25 L
Burning time: 17 - 42 h
Net weight: 36,5 kg

FIRE LINE AUTOMATIC 3 XL
1190 mm x MIN. 457 mm x 280 mm
FLA3 XL IN CASING A (optional frame)
1274 mm x MIN. 842 mm x 340 mm
Frame size: 1287 mm x 491 mm x 57 mm
FLA3 XL IN CASING C
1490 mm x MIN. 820 mm x 403 mm

FIRE LINE AUTOMATIC 3 XL FLA3 XL IN CASING A FLA3 XL IN CASING C

DIMENSIONS W X H X D

WiFi module Remote control Optional
Smart Home System

• BEV* Technology
• Fireplace with integrated ceramic 

logs, decorative granulate and 
embers

• Extra large fuel tank for extend 
burning time on one refill

• Traditional-look fireplace without 
smell, smoke and ash

• External control panel with LCD display
• 6 levels of flame height
• Remote control

• Mobile device control via Wi-Fi
• Smart Home Systems compatible
• Automatic refill system
• Automatic cooling system
• Built-in ventilation system
• Optional external temperature sensor
• No chimney required
• Hot air distribution/extraction system 

required
• Electrical connection required
• Full ceramic glass enclosure

• One, two or three side fire view
• Possibility of placing heat sensitive 

items above the fireplace
• Advanced microprocessor
• Advanced safety sensors
• Automatic shutdown in case of errors
• Child Lock
• Sleep timer
• Fast Start
• Eco-friendly
• Certified components

FLA 3 XL SUITE LOGS

FEATURES

TECHNICAL DATA
Capacity: 25 L
Burning time: 15 - 25 h
Net weight: 89 kg

FIRE LINE AUTOMATIC 3 XL SUITE LOGS
1400 mm x 853 mm x 452 mm

DIMENSIONS W X H X DWiFi module Remote control Optional
Smart Home System

a u t o m a t i c  f i r e p l a c e s  c o l l e c t i o n
ETHANOL FUELED - ELECTRONICALLY CONTROLLED

• BEV Technology*
• No smell / no ash / no smoke
• Optional remote control
• Advanced safety sensors
• Automatic shutdown in case of errors
• Child Lock 
• Advanced microprocessor
• Diode display

• Control panel
• Intuitive control
• 2 levels of flame height
• Easy installation
• Possibility of joining modules
• Custom finish option
• No additional installation
• No additional ventilation required

• No chimney required
• Electrical connection required
• For indoor use
• Eco-friendly
• Automatic fuel pump
• Certified

FIRE LINE AUTOMATIC 2 MODEL E

FEATURES

TECHNICAL DATA

Capacity: 3,5 L
Burning time: 3 - 6 h
Net weight: 18 kg

FIRE LINE AUTOMATIC 2 MODEL E
990 mm x 141 mm x 255 mm
FLA2 MODEL E IN CASING E
1074 mm x 531 mm x 313 mm
FLA2 MODEL E IN CASING E WITH FRAME
Frame size: 1087 mm x 441 mm x 57 mm

FLA 2 MODEL E FLA2 MODEL E IN CASING E

DIMENSIONS W X H X D

• BEV Technology*
• No smell / no ash / no smoke
• Optional remote control
• Advanced safety sensors
• Automatic shutdown in case of errors
• Child Lock
• Advanced microprocessor

• Diode display
• Control panel
• Intuitive control
• 2 levels of flame height
• Easy installation
• No additional installation
• No additional ventilation required

• No chimney required
• Electrical connection required
• For indoor use
• Eco-friendly
• Automatic fuel pump

PRIME FIRE
FEATURES

TECHNICAL DATA

Capacity: 2,75 L
Burning time: 2,5 - 5 h
Net weight: 13 kg

PrimeFire 
700 mm x 139 mm x 245 mm
PrimeFire in casing 
784 mm x 529 mm x 303 mm
Optional frame:
797 mm x 441 mm x 57 mm

FIRE LINE AUTOMATIC 3 XL FLA3 XL IN CASING A FLA3 XL IN CASING C

DIMENSIONS W X H X D

p u s h  b u t t o n  f i r e p l a c e s  c o l l e c t i o n
ETHANOL FUELED - ELECTRONICALLY CONTROLLED

PRIME FIRE PRIME FIRE IN CASING

• Natural flames with decorative logs 
and granulate

• BEV Technology*
• No smell / no ash / no smoke
• Optional remote control
• Advanced safety sensors
• Automatic shutdown in case of errors

• Child Lock
• Advanced microprocessor
• Diode display
• Intuitive control
• 2 levels of flame height
• Easy installation
• No additional installation

• No additional ventilation required
• No chimney required
• For indoor use
• Eco-friendly
• Advanced microprocessor
• Automatic refill system

PRIME FIRE LOGS

FEATURES

TECHNICAL DATA

Capacity: 2,5 L
Burning time: 4,5 - 7h
Net weight: 15 kg

PrimeFire 
700 mm x 136 mm x 245 mm
PrimeFire in casing 
784 mm x 526 mm x 303 mm
Optional frame:
797 mm x 441 mm x 57 mm

DIMENSIONS W X H X D

PRIME FIRE LOGS PRIME FIRE LOGS IN CASING

w w w. p l a n i k a f i r e s . c o mw w w. p l a n i k a f i r e s . c o m

Optional 
remote control

Optional 
remote control

Optional 
remote control



• BEV* Technology
• Floor standing
• No smell / no ash / no smoke
• Remote control
• Advanced safety sensors
• Automatic shutdown in case of errors
• Child lock
• Advanced microprocessor

• Diode display
• Control panel
• Intuitive control
• 2 levels of flame height
• Bigger external fuel tank
• Easy installation
• No additional installation
• No additional ventilation required

• No flue system required
• Electrical connection required 
• Plug & play fireplace
• Ceramic glass
• Decorative ceramic logs and granulate
• Integrated automatic fuel pump
• For indoor use
• Eco-friendly

LINCOLN

FEATURES

TECHNICAL DATA

LINCOLN
1062 mm x 1050 mm x 356 mm

DIMENSIONS W X H X D

Remote control

• BEV Technology*
• Floor standing
• No smell / no ash / no smoke
• Remote control
• Advanced safety sensors
• Automatic shutdown in case of errors
• Child Lock

• Advanced microprocessor
• Diode display
• Control panel
• Intuitive control
• 2 levels of flame height
• Easy installation
• No additional installation 

• No additional ventilation required
• No chimney required
• Electrical connection required
• For indoor use
• Eco-friendly
• Automatic fuel pump

PRIME BOX

FEATURES

p u s h  b u t t o n  f i r e p l a c e s  c o l l e c t i o n
ETHANOL FUELED - ELECTRONICALLY CONTROLLED

o u t d o o r  f i r e p l a c e s  c o l l e c t i o n
ETHANOL FUELED

Capacity: 10 L
Burning time: 17-22 h
Net weight: 75 kg

TECHNICAL DATA

PRIMEBOX
875 mm x 865 mm x 335 mm

DIMENSIONS W X H X D

Capacity: 2,75 L
Burning time: 2,5 - 5 h
Net weight: 37,25 kg

• BEV Technology*
• Portable unit
• No smell / no ash / no smoke
• Optional remote control
• Advanced safety sensors
• Automatic shutdown in case of errors
• Child Lock
• Advanced microprocessor

• Diode display
• Control panel
• Intuitive control
• 2 levels of flame height
• Easy installation
• Possibility of joining modules
• No additional installation
• No additional ventilation required 

• No chimney required
• Electrical connection required
• For indoor use
• Optional decorative accessories
• Eco-friendly
• Automatic fuel pump

HOT BOX

FEATURES

TECHNICAL DATA

HOTBOX
540 mm x 111 mm x 303 mm

DIMENSIONS W X H X D

Optional 
remote control

Capacity: 2,5 L
Burning time: 2,5 - 5 h
Net weight: 13 kg

SET 1:
DECORATIVE GRATE

SET 2:
3 CERAMIC LOGS, GRILL, GLASS SHIELD

JAR COMMERCE

• COMMERCE TECHNOLOGY** • PORTABLE UNIT • NO SMELL / NO ASH / NO SMOKE • FOR OUTDOOR / INDOOR USE
 • GLASS CYLINDER TO SAFELY ENCLOSE THE FLAMES • ECO-FRIENDLY

TOTEM COMMERCE

GUSTAV COMMERCE

TECHNICAL DATA
Capacity: 3 L

Burning time: 6 - 8 h***
Net weight: 41 kg

DIMENSIONS (W X H)
Ø410 mm x 772 mm

TECHNICAL DATA
Capacity: 3 L

Burning time: 6 - 8 h***
Net weight: 25 kg

DIMENSIONS (W X H)
Ø395 mm x 1066 mm

TECHNICAL DATA
Capacity: 3 L

Burning time: 6 - 8 h***
Net weight: 16 kg

DIMENSIONS (W X H)
Ø444 mm x 982 mm

FARO COMMERCE TONDO COMMERCE

TECHNICAL DATA
Capacity: 3 L

Burning time: 6 - 8 h***
Net weight: 12 kg

DIMENSIONS (W X H)
Ø 520 mm x 1263 mm

TECHNICAL DATA
Capacity: 3 L

Burning time: 6 - 8 h***
Net weight: 14 kg

DIMENSIONS (W X H)
Ø700 mm x 423 mm

PETIT COMMERCE

TECHNICAL DATA
Capacity: 1,5 L

Burning time: 3 - 4 h***
Net weight: 3,2 kg

DIMENSIONS (W X H)
Ø256 mm x 346 mm

w w w. p l a n i k a f i r e s . c o mw w w. p l a n i k a f i r e s . c o m

SIMPLE COMMERCE

TECHNICAL DATA
Capacity: 1,5 L

Burning time: 3 - 4 h***
Net weight: 7 kg

DIMENSIONS (W X H)
Ø308 mm x 418 mm

PYRAMID COMMERCE

TECHNICAL DATA
Capacity: 1,5 L

Burning time: 3 - 4 h***
Net weight: 18 kg

DIMENSIONS (W X H X D)
400 mm x 1585 mm x 400 mm

Remote control

RONDO COMMERCE

TECHNICAL DATA
Capacity: 3 L

Burning time: 6 - 8 h***
Net weight: 7 kg

DIMENSIONS (W X H)
Ø412 mm x 412 mm



Net weight: 31 kg
DIMENSIONS (W x H x D):
1140 mm x 500 mm x 350 mm
FINISH:
CASING: corten steel
GLASS SHIELD: tempered glass
BURNER: stainless steel

LPG
Heat output: min 6,3 kW (21 623 BTU); 
max. 11,8 kW (40 219 BTU)
Gas rate: min. 0,5 kg/h (1,1 lbs/h); 
max. 0,93 kg/h (2,05 lbs/h)
Gas pressure: 37 mbar/11” WC

NG
Heat output: min. 4,7 kW (16 108 BTU); 
max. 9,4 kW (32 215 BTU)
Gas rate: min. 0,5 m3/h (17,7 ft3/h); 
max. 1,0 m3/h (35,3 ft3/h)
Gas pressure: 20 mbar/7” WC

GALIO CORTEN

TECHNICAL DATA

g a s  o u t d o o r  f i r e p l a c e s  c o l l e c t i o n
GAS FUELED 

• FOR OUTDOOR USE • EASY INSTALLATION • FLAME HEIGHT REGULATION • LINEAR-SHAPE BURNER • LPG OR NATURAL GAS FUELED
• SAFETY SENSOR • NO ELECTRICAL CONNECTION REQUIRED • CE CERTIFIED COMPONENTS

Net weight: 21 kg
DIMENSIONS (W x H x D):
1027 mm x 260 mm x 230 mm
FINISH:
BURNER: stainless steel

LPG
Heat output: min 6,3 kW (21 623 BTU); 
max. 11,8 kW (40 219 BTU)
Gas rate: min. 0,5 kg/h (1,1 lbs/h); 
max. 0,93 kg/h (2,05 lbs/h)
Gas pressure: 37 mbar/11” WC

NG
Heat output: min. 4,7 kW (16 108 BTU); 
max. 9,4 kW (32 215 BTU)
Gas rate: min. 0,5 m3/h (17,7 ft3/h); 
max. 1,0 m3/h (35,3 ft3/h)
Gas pressure: 20 mbar/7” WC

GALIO INSERT

TECHNICAL DATA

CORTEN CASE

DIMENSIONS (W x H):
Ø381 mm x 650 mm
FINISH:
corten steel

Accessory for 
Galio Corten and Galio Corten Fire Pit
gas bottle

TECNICAL DATA

g a s  o u t d o o r  f i r e p l a c e s  c o l l e c t i o n
GAS FUELED 

Net weight: 64 kg
DIMENSIONS (W x H):
Ø 950 mm x 350 mm
FINISH:
CASING: corten steel
BURNER: stainless steel

LPG
Heat output net:
min. 2,5 kW (8 649 BTU);
max. 5,1 kW (17 299 BTU)
Gas rate:
min. 0,2 kg/h (0,44 lbs/h); 
max. 0,4 kg/h (0,88 lbs/h)
Gas pressure: 37 mbar/11” WC

NG
Heat output net:
min. 2,4 kW (8 054 BTU); 
max. 4,7 kW (16 108 BTU)
Gas rate:
min. 0,25 m3/h (8,8 ft3/h); 
max. 0,5 m3/h (17,7 ft3/h)
Gas pressure: 20 mbar/7” WC

GALIO FIRE PIT CORTEN

TECHNICAL DATA

• FOR OUTDOOR USE • EASY INSTALLATION • FLAME HEIGHT REGULATION • LINEAR-SHAPE BURNER • LPG OR NATURAL GAS FUELED
• SAFETY SENSOR • NO ELECTRICAL CONNECTION REQUIRED • CE CERTIFIED COMPONENTS

Net weight: 15 kg
DIMENSIONS (W x H):
Ø 450 mm x 246 mm
FINISH:
BURNER: stainless steel

LPG
Heat output net:
min. 2,5 kW (8 649 BTU); max. 5,1 kW 
(17 299 BTU)
Gas rate:
min. 0,2 kg/h (0,44 lbs/h); 
max. 0,4 kg/h (0,88 lbs/h)
Gas pressure: 37 mbar/11” WC

NG
Heat output net:
min. 2,4 kW (8 054 BTU);  
max. 4,7 kW (16 108 BTU)
Gas rate:
min. 0,25 m3/h (8,8 ft3/h); 
max. 0,5 m3/h (17,7 ft3/h)
Gas pressure: 20 mbar/7” WC

GALIO FIRE PIT INSERT

TECHNICAL DATA

* BEV Technology – a patented process resulting in very clean burning of bioethanol fuel vapours.
** Commerce Technology – an advanced technology which prevents fuel leakage due to absorbent ceramic fibres.
*** The burning time depends on the amount of fuel poured in.
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WHY to choose us?

WORLDWIDE 
EXPERIENCE

• Over 15 years on the market
• Appreciation in over 80 countries
• Numerous projects on every continent
• Top private and commercial designs (Marriott, 

Hilton, Kempinski and many more) 

PATENTED BEV 
TECHNOLOGY

• No direct contact between the fuel and 
the flame

• No smell, no smoke, no ash
• Cleanest combustion process
• Natural, golden flames
• Longer burning time

CUSTOMIZED  
MODELS – FIRE  
LINE AUTOMATIC

• TÜV, certified to UL and ULC standards
• Multiple safety sensors: temperature  

sensor, tilt sensor, child lock, CO₂ sensor,  
overfill sensor

• Smart device control
• Smart Home system compatible
• Remote control
• Complex projects – we installed  

the first bioethanol fireplace on a yacht
• Advanced safety confirmed by numerous 

commercial and public projects
• Advanced microprocessor overseeing  

the operation of the fireplace
• Intuitive control panel

• Bespoke models for endless line of fire
• Customizable length and color  

(RAL palette)
• No hard connection and chimney  

for unlimited arrangement possibilities
• Easy installation to implement the fireplace at 

every stage of the project
• Project Department for advice and assistance

INTELLIGENT 
FEATURE AND 

ADVANCED SAFETY

Planika Sp. z o.o.
Bydgoska 38
86-061 Brzoza
Poland

T + 48 52 364 11 60
F + 48 52 364 11 70
planika@planikafires.com

www.planikafires.com
www.fanola.com


