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DIMENSIONS

FLA 3 XL Suite Logs
Uniquely decorated flames closed behind glass

 ● BEV* Technology - no contact 
between fuel and flame

 ● Automatic refill system
 ● LCD Control panel
 ● Advanced safety sensors
 ● 6 levels of flame height
 ● Extra large fuel tank 

for extended burning time 
 ● Possibility of remote service 

in case of errors
 ● Possibility of placing heat sensitive 

items above the fireplace
 ● WiFi (controlled with smart devices)

 ● Remote control included
 ● Integrated ceramic logs, decorative 

granulate and embers included
 ● Full ceramic glass enclosure
 ● No hard connection required 
 ● Hot air distribution/ extraction 

system required
 ● Optional connection to Smart 

Home System [SHS]
 ● Custom length
 ● Optional external temperature sensor

FLA 3 XL Suite Logs

Capacity 24 L / [US] 6,6 gal / [UK] 5,5 gal

Burning time 16 - 30 h

Heat output 5,0 - 9,4 kW / 17037 - 31946 BTU

Net weight 70,5 kg / 155 lbs

Air circulation min. 1/h

Minimum room size 93,6 m3 or please contact our Project Department for details

Power supply 230 V (electric supply)

Finish CASING: black powder coated steel
GLASS SHIELD: ceramic glass

Non-flammable 
materials
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